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	Mini Size Patchcord and Pigtail as MU, LC and E2000

SC, FC, ST, MTRJ, MPO, MPX in PC, SPC, UPC and APC polishing


	S.M. Simplex Fiber Optical Connectors
Specifications:
· Specifications (@1310nm)

· Insertion loss: 9/125μm 0.2dB MAX.

· Return loss:

●>=45dB (PC Polishing)●>=50dB (SPC Polishing)●>=55dB (UPC Polishing)●>=60dB (APC Polishing)

· Durability (1000 mating): 0.2dB max increase
· Operating temperature : -20ºC～+70ºC
· Storage temperature : -40ºC～+80ºC


	Features:
· Fully in compliance with GR-326-CORE, E2000 meet IEC 61754-15 connector specifications.

· 2.5mm zirconia ferrule, wide range of ferrule hole diameter selection.

· Single mode version.

· Pre-radiuses ferrule gives fast physical contact (PC) polishing.

· For 3.0mm cable .

Applications:
· Local area networks.

· Data transmission.

· LAN/WAN & CATV
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	Features 
& Specification:


	

	· Two-core MT ferrule (w/o guide pin)
■for MM fibers (50/125μm and 62.5/125μm)
■for SM fibers (9/125μm )
■type of polishing: MT
■connector housing in plastic with ceramic ferrule
■cable (2x ? 2 zip cord, 2 xs ? 1.8 mm mini-zip cord)
■ Meets EIA-568-B ISO/IEC 11801,
· ■Insertion Loss < 0.5dB
             Type. 0.2 dB
■Return Loss: 
SM: > 35 dB
MM: > 25 dB

	Package Dimensions:
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	Applications:
	 

	■It's a kind of multi-fiber connector .
■Push-pull type housing with bock.
■4,8 or 12 fiber ribbon or ribbon cable available.
■Ribbon to ribbon join with MT ferrule by guide pins.
■Compact design.
■Polishing method: Flat or Angle(6°,8°..)
	■Ribbon to ribbon joining.
■Ribbon to fan-out connection.
■Optical distribution frame.
· Optical switch.

	Specifications:
	 

	■Insertion Loss : 

	< 0.75 dB
	(Single mode fiber)

		<0.50 dB  
	(Multimode fiber)

	■Return Loss: 　　  　　　  　　　  　　　　       
	>35 dB 
	(Flat polishing)　


		>50 dB
	(Angle Polishing)

	Ordering Information:
	 
	 

	MPO
□－
□－
□－
□－
MPO
SM
4P
1m 
MM
8P
2m
 
 
12P
...


	


Adaptor
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	The FC,SC,ST,LC,E2000 and FC/SC/ST hybrid fiber optical adaptors

	Specifications: 

Insertion Loss (type/max)
0.1dB / 0.3dB
Retention force
300~600 grams
Durability (500 mating)
0.15dB max. increase
Operating temperature
-40ºC~+80ºC
  Features:
 

· Fully in compliance relevant specifications connectors. 

· Precision mechanical dimensions. 

· Conversion adaptors provide minimum light loss.   

Applications :
     ．Telecommunications networks.
     ．Data communications networks.
     ．Instrumentation 
     ．CATV


Plug Terminator
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	Specifications (@1310nm & 1550nm) 

· Return loss : 

· >=45dB (PC Polishing)  

· >=50dB (SPC Polishing)  

· >=55dB (UPC Polishing)  

· Durability (500 mating) : 0.2dB max increase  

· Operating temperature : -40ºC～+75ºC 

· Storage temperature : -40ºC～+85ºC

	Features: 
· Fully in compliance with JIS C5973 F04 type connector specifications.  

· High Power. 

· Low reflectance. 

· Excellent environmental stability and reliability. 

· Flawless end face. 

· Easy to plug-in & plug-out.           

Applications: 

· Local area networks. 

· Data transmission. 

· LAN/WAN. 

· CATV 

· Telecommunications networks. 
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